
Retail Bar Data Sheet
FEATURE S

Uniform light distribution covering retail shelf s pace
Magnetic mounting system allowing for easy 
insta llation
Slim profile design for ma ximum use of shelf s pace
Several sizes available for m ultiple retail displays
Reliable: 5-year warranty backed by Es quire Lighting

PER FORMANCE RATING

ELECTRI CAL CHARACTERISTICS
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Parameters Rating Units
Driver Output Current 24 VDC mA
Driver Output Power 100 watt per 8 �xtures W
Driver Ef ficiency 84 .5 %
Power Factor 0.9 -
Driver Input Factor 12 / 15 W

Parameters 12” 18” 24” 34”
Power 2W 4W 6W 8W
Input Voltage 110 – 120V 110 – 120V 110 – 120V 110 – 120V
Color
Temperature

2700K/ 3000K/
4000K

2700K/ 3000K/
4000K

2700K/ 3000K/
4000K

2700K/ 3000K/
4000K

Lumen Output 285lm 385lm 485lm 665lm
CRI 80+ 80+ 80+ 80+
E� icacy 83 .2 83 .2 81 .4 81 .4
Power Factor 0.0904 0.0904 0.0904 0.0904
Lifetime 50 ,000 hours 50 ,000 hours 50 ,000 hours 50 ,000 hours


